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TWO-PART ADHESIVES

GROUP

700

2010 - General-Purpose Epoxy - Fast Cure
Room temperature curing, high shear and
peel strength. Particularly suitable for
applications requiring a tough and resilient
bond. Fast cure/ different substrates. Ideal
for ferrous metals, aluminium, copper,
rubbers, rigid plastics and ceramics etc. Light
handling strength at 30 minutes.
Resistance Properties
Chemical - Good. Heat - Good.
Water - Good. Impact - Excellent.

2014 - High Chemical & Temperature
Resistance Epoxy Paste
Gap filling properties. Non-sagging up to 5mm
thickness. Low out gassing/ volatile loss.
Temperature resistant to 120°C. Ideal for
metals, electronic components, GRP structures
etc. Light handling strength at 31/2 hours.
Resistance Properties
Chemical - Excellent. Heat - Excellent.
Water - Excellent. 
Very resistant to 
water and 
chemicals.

2013 - Metal Coloured Epoxy Paste
Metallic appearance, thixotropic with good
gap filling properties. Non-sagging up to 5mm
thickness. Suitable also for a variety of
substrates, including ceramics, glass,
rubbers and rigid plastics. Ideal for vertical
applications. Ideal for ferrous metals,
aluminium, copper, zinc and galvanised metal
etc. Light handling strength at four hours.
Resistance Properties
Chemical - Excellent. Heat - Good. 
Water - Good.

The Araldite 2000 
Epoxy System 

Mixes and dispenses adhesive and hardener as a single-component product. The user can easily deliver a measured quantity of adhesive,
accurately and with minimum waste. A choice of pneumatic and manual guns is available.
Product features Include: Load bearing epoxies - for bonding metals and composites. Resilient and flexible epoxies - for bonding thermoplastics
and combinations of materials. Slow and rapid cure epoxies. Epoxies which have high resistance to chemicals or temperatures. Gap filling
epoxies - for vertical or gap filling applications on a choice of substrates. Transparent epoxies for bonding glass and other transparent substrates.

2011 - Multi-Purpose Epoxy - 
Long Working Life
Room temperature curing, high strength and
toughness. Versatile and excellent resistance
to dynamic loading. Ideal for large areas of
bonding and/or a long working time. Ideal for
ferrous metals, aluminium, copper, zinc and
galvanised metal, polyamides, polystyrene
foams, PU foams, ceramics, wood etc. 
Light handling strength at seven hours.
Resistance Properties
Impact - Excellent.

2015 - Toughened Epoxy Paste
Thixotropic with good gap filling properties. 
Non-sagging up to 10mm thickness.
Toughened, high shear and peel strength.
Ideal for bonding dissimilar substrates.
Particularly suitable for SMC and GRP bonding.
Also ferrous metals, aluminium, copper etc.
Light handling strength at four hours.
Resistance Properties
Chemical - Good. Heat - Good. 
Water - Good.
Impact - 
Good.

Product Size Order Code Offer
Number ARA-700 Price/1

50ml -0161T £15.56
2012 200ml -0163F £40.44

2kg -0164G £139.16

Product Size Order Code Offer
Number ARA-700 Price/1
2010 200ml -0140L £42.88

Product Size Order Code Offer
Number ARA-700 Price/1

50ml -0149B £18.36
2011 200ml -0151E £42.88

2kg -0152F £139.16

Product Size Order Code Offer
Number ARA-700 Price/1

2013 200ml -0165L £40.06
2kg -0166M £150.00

Product Size Order Code Offer
Number ARA-700 Price/1

50ml -0169Q £16.00
2014 200ml -0170R £40.06

2kg -0172T £126.16

Product Size Order Code Offer
Number ARA-700 Price/1
2015 50ml -0177C £15.56

2012 - Multi Purpose Epoxy - 
Very Fast Cure
Room temperature curing, high strength and
peel strength. Multi-purpose, versatile with
rapid cure. Ideal for ferrous metals, aluminium,
copper, zinc and galvanised metal, rubbers
and wood etc. Light handling 20 minutes.
Resistance Properties
Chemical - Good. 
Heat - Good.

Product Size Order Code Offer
Number ARD-700 Price/1
2012 2 x 100ml -2012M £36.58

Product Size Order Code Offer
Number ARD-700 Price/1
2011 2 x 100ml -2011M £30.02

Manual 
Applicator 
Guns
For all Araldite 200ml cartridges.

Economy 
Applicator 
Guns 
For all Araldite 200ml cartridges 
except 2014.

Product Size Order Code Offer
Number ARA-700 Price/1

115457100 50ml -0125F £76.70
139675700 200ml -0126G £184.90

Product Size Order Code Offer
Number ARA-700 Price/1

145409100 50ml -0123D £22.62
145408000 200ml -0124E £74.88

2018 - Flexible Polyurethane
Room temperature curing. Very flexible. 
Lightly thixotropic liquid PU. Ideal for large
areas of bonding and/or a long working time.
Bonds well to most thermoplastics, including
GRP/SMC/GRE/ thermoset composites/ABS/
PVC/acrylics/ -polycarbonates etc. 
Light handling strength four hours.
Resistance 
Properties
Impact - 
Excellent.

2021 - Rapid Curing, Toughened 
Multi-Purpose Methacrylate
High shear and peel strengths. Very fast
curing, good gap filling properties. 
Suitable for service at temperatures up to
100°C. Ideal for ferrous metals, aluminium, 
ABS/PVC, acrylics, polycarbonates,
polyamides, polystyrene foams, PU foams etc.
Light handling four minutes.
Resistance Properties
Chemical - Good. Heat - Excellent.
Water - Good. 
Impact - 
Excellent.

Product Size Order Code Offer
Number ARA-700 Price/1

2021 50ml -0226Q £18.08
400ml -0228R £91.00

Product Size Order Code Offer
Number ARA-700 Price/1
2018 200ml -0218M £38.96

Product Size Order Code Offer
Number ARA-700 Price/1

2022
50ml -0238W £20.14

400ml -0240X £81.40

2022 - Toughened, Resilient 
Methacrylate for Thermoplastics
Versatile, excellent for a wide range of
plastics, composites and metals. Excellent
resistance to petrol and oils. Tolerant to less
pre-treatment. Rapid cure. Ideal for
GRP/SMC/GRE/ thermoset composites,
ABS/PVC, acrylics, polycarbonate, polyamides,
polystyrene foams, PU foams etc. 
Light handling strength at 18 minutes. Gap
filling up to 4mm thickness.
Resistance Properties
Chemical - Excellent. Heat - Good. 
Water - Good. 
Impact - 
Excellent. 

Page1222



TWO-PART ADHESIVES
GROUP

700
Lu

b
rica

n
ts &

 C
h
e
m

ica
l P

ro
d
u
cts

Size Order Code Offer
LOC-725 Price/1

25ml -5911B £9.81

Product Size Order Code Offer
Number ARA-700 Price/1

115488900 200ml -0128J £2.38
163552400 400ml -0129K £2.68
115489000 50ml -0130L £1.80

Mixing Nozzles
For all Araldite 50ml, 200ml and 400ml
cartridges. Ensure accurate mixing 
and application.

Metal Set Syringe
3450
A two-part filled epoxy resin supplied in a
small handheld dual syringe giving accurate
dispensing for small scale repairs.
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‘5 Minute’ 
Epoxy Adhesive

Clear, permanent non-shrinking bonds. 
Bonds metals, glass, 
ceramics, concrete and wood. 
Works down to -40°C 
when cured.

Max. operating
temperature: 

93°C.
Pot life: 4mins. 
Mix ratio: 1:1.

Size Order Code List Offer
DEV-711 Price/1 Price/1

28g -2076V £6.68 £5.88
56g -2077X £11.20 £9.86

Size Order Code List Offer
DEV-711 Price/1 Price/1

500g -2070N £45.77 £40.28
70g -2071P £12.11 £10.66
28g -2073R £6.69 £5.89

Cure Size Order Code List Offer
ARD-700 Price/1 Price/1

Fast
2x 15ml

-7820B £5.19 £4.41
Slow -7350E £4.23 £3.60
Fast

2x 24ml
-7810A £6.20 £5.27

Slow -7340D £5.25 £4.46

Part Number Order Code List Offer
LOC-725 Price/1 Price/1

Hysol 3430 -4215E £8.66 £6.75

Description Order Code List Offer
LOC-725 Price/1 Price/1

Double Bubble -4100K £49.00 £38.22

Part Number Order Code List Offer
LOC-725 Price/1 Price/1

Hysol 9461 -8310J £12.73 £9.93

Clear
Epoxy

Hysol 3430
Fast cure. 
Ultra clear.
Toughened. 
Water resistant.
Fixture time
12mins.
Size: 24ml.

‘2 Ton’ Epoxy
Extremely powerful and water-resistant.
Permanent non-shrinking bonds. Bonds
metals, wood, concrete, glass and ceramics. 
Max. operating temperature: 93°C. 
Pot life: 10mins.
Mix ratio: 1:1.

Two-Part
Adhesive 

Fast Cure
30ml fast cure two-part epoxy adhesive. 
DIY blister pack (2 x 15ml). Sets in minutes.
Slow Cure
Repositionable for 2hrs. Ideal for large areas.

2
PART

2
PART

2
PART

Toughened Epoxy
Hysol 9461
Good gap fill. 
High peel 
strength. 
Fixture time 
4hrs.
Size: 50ml.

Double Bubble Epoxy Adhesive 
Will bond to a wide variety of materials (i.e.
wood, metal, plastic and ceramic) and cures
rapidly to give handling strength in
approximately five minutes. Packed into a
handy sachet, and supplied complete with a
mixing stick and pallet for fast and effective
repair work. 
Pack size: 50 x 3g. 

100 SA
Acrylic Adhesive 

A two-part acrylic 
adhesive to provide 
a tough, impact
resistant bond on a
wide range of
materials. 
Temperature and 
chemical resistant. 
Low in odour.

Product Size Order Code List Offer
Number ARD-700 Price/1 Price/1
2011

2x 100ml
-2011M £30.02 £30.02

2012 -2012M £36.58 £36.58

Two-Part Epoxy Adhesives
Two component, high strength adhesives that
cure at room temperature. Suitable for
bonding a wide variety of metals, ceramics,
glass, rubber, rigid plastics and most other
materials in common use. Versatile adhesives
for the craftsman as well as most industrial
applications.
2011 provides a slow cure, 
2012 provides a fast cure.

2011

2012

2
PART

Product Size Order Code List Offer
Number BST-705 Price/1 Price/1
AX10M 80ml -0644K £21.40 £19.26

2
PART

2
PART

2
PART

2
PART



Lu
b
ri

ca
n
ts

 &
 C

h
e
m

ic
a
l 
P
ro

d
u
ct

s

AD160
Amber

Protective Coating 
Hot Dip

Strippable plastic coating provides 100%
coverage and protects against corrosion and
impacts. The component protected can be
easily identified through the
translucent coating. The removed
protective dip can be reused. Never
directly apply heat to melt the
protective dip, always use with a
suitable melting pot.
SH25 Amber colour. 
Working temperature 
130°C to 160°C.

Machine Mounting 
Adhesive - Roll Form

ADHAESIUM is a unique mounting system, which does not rely on
bolting and grouting, and can be applied and used without
destroying surface and floor slab integrity. Used to site and secure
medium and heavy engineering machinery such as lathes, presses,
punches etc. Equipment can be easily removed and re-sited, without
detriment to either floor or machine base.
No pre-mixing or substantial preparation is needed prior to
installation. Does not require special tools or skills for installation.
No drilling or grouting required. Positive machinery alignment with
minimum effort. Scientifically shown to reduce vibration and noise
transmission, reducing operator fatigue. Water based, non-toxic,

low hazard. Can withstand high
operating temperature without

detriment - suitable where
floor heating is installed.
Typical uses: The setting
and stabilisation of heavy
manufacturing equipment. 

Shelf life: 24 months. 
Used by: chemical

engineering, electrical
engineering.

RD160
Red

Protective Coating 
Red-Hot-Dip

Hot dip strippable plastic coating moulds itself around
the component or tool being coated to provide 100% 
coverage and protects against corrosion and impacts, for up to ten
years. The component protected can be easily identified through
the translucent coating. Simply removed by peeling it off, leaves
behind a thin oil film to provide short term protection against
corrosion. The removed protective dip can be reused. 
Never directly apply heat to melt the protective dip, always use
with a suitable melting pot. Working temperature 130°C to 160°C
(for optimum results 140°C to 145°C).

Description Weight Order Code List Offer
(Bars) each KEN-708 Price/1 Price/1

RD160 Single Bar 0.50kg -0050K £3.99 £3.35
RD160 Case (50) 25.00kg -0250K £193.00 £144.75
AD160 Single Bar 0.50kg -0500K £3.99 £3.35
AD160 Case (50) 25.00kg -0550K £193.00 £144.75

Industrial Melting Pots
A range of melting pots which have been designed for industrial
melting of waxes, glues and plastics etc. for coating, 
casting, protecting etc. The pots are electrically heated and
thermostatically temperature controlled from 50°C to 200°C.
Constructed from anodised aluminium with ceramic fibre
insulation. Pots supplied with 2m cable and fused plug, lifting
handle, double-wall heat-conserving lid, on/off switch and safety
thermal cut-out. 220/240V as standard.

Single Bar

Description Weight Order Code Offer
(Bars) each CRO-708 Price/1

SH25 single 0.24kg -1035E £2.42
SH25 (60) 15.0kg -1030D £116.36

Capacity Internal Dimensions Maximum Order Code List Offer
Litres Pints Diameter Depth Wattage KEN-709 Price/1 Price/1
0.7 1.20 100mm 90mm 275 -1010K £245.00 £220.50
2.5 4.40 150mm 140mm 600 -1030K £297.00 £267.30
6.0 10.5 200mm 190mm 1125 -1060K £355.00 £319.50

12.0 21.0 250mm 240mm 1650 -1120K £495.00 £445.50
20.0 35.0 300mm 290mm 1975 -1200K £710.00 £639.00

Size Weight Order Code Offer
each ADH-703 Price/1

2m x 10cm 2.50kg -2001A £41.50

MACHINE MOUNTING ADHESIVE/HOT DIP COATINGS
GROUP

703/708
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Speed Patch
The special polymeric formula provides
excellent bonding power on worn or cracked
floors. Cures in approximately one hour and
is suitable to repair holes 10mm and above.
Suitable for the floors of storage areas,
steps, ramps etc.
Coverage:
10kg covers 0.5m2 at 10mm depth.

Speed Screed
Pourable, self-smoothing material for levelling
damaged or uneven concrete floors. Rapidly
cures to a durable, hard wearing, anti-slip,
grey finish. Epoxy resin coatings can be
applied when dry. Ideal for workshops,
garages, factory and warehouse floors.
Usually applied 3 - 5mm thick.
Coverage:
3.7m2 per 25kg pack at 3mm thick.

Epoxy 
Repair Mortar

Multi-use epoxy resin to repair damaged
concrete floors, steps and ramps. fast
setting (3 - 6 hours) to a granite hard finish.
For use where fillers or normal mortars would
fail. Ideal for thin screeds (5mm+) on
concrete, stone, steps, floors and sills. 
No priming necessary.
Coverage: 1kg covers approximately 
0.12m2 at 5mm thick.

5ltr 
Waterseal

Waterseal is a high performance transparent
water repellent specially formulated to prevent
water penetration on all mineral substrates
such as brick, stone, concrete, pebble-dashed
and rendering. Based on the latest technology
in silicone resins, Waterseal does not contain
solvents harmful to the user or the
environment
and is non-
flammable.

Size Order Code List Offer
each ANG-707 Price/1 Price/1

10.0kg -1750L £41.09 £35.34
20.0kg -1760M £71.77 £61.72

Size Order Code List Offer
each ANG-707 Price/1 Price/1

25.0kg -1810Q £68.58 £58.98

Size Order Code List Offer
ANG-707 Price/1 Price/1

5ltr -0890L £30.32 £26.08

Size Order Code List Offer
each EVB-716 Price/1 Price/1
5ltr -8080R £20.33 £13.62

Size Order Code List Offer
each ANG-707 Price/1 Price/1
5.0kg -1200D £48.59 £41.79

25.0kg -1210E £177.02 £152.24

Size Order Code List Offer
ANG-707 Price/1 Price/1

25kg -1740K £73.10 £62.87

Size Order Code List Offer
each DEV-711 Price/1 Price/1
5.0kg -2066J £79.91 £70.32

Floor 
Patch

Bonds to new or old concrete producing a
walkable surface in eight hours. Resistant to
chemicals and heat up to 120°C. 

Speed Patch Pourable
Quick setting, pourable patch repairs for
heavily trafficked floors. A quick and easy way
to fill holes in heavily used concrete floors
inside and outside. No primer is required just
mix the powder with water and pour into the
hole. This rapid setting concrete repair bonds
to damp or dry surfaces and can be applied
at thicknesses from feather edge to 100mm.
Sets for foot traffic after 30 minutes and
heavy traffic after 2 hours. Usage rate: 
10kg covers 1m2 at 5mm thickness.

Asphalt Restorer
A single application, black refurbishing
coating for car parks, driveways and
footpaths. Anglo Asphalt Restorer provides
an ‘as new' appearance that will mask old
line markings and repairs and will hide
ingrained dust from building works etc.
Upgrades drab, grey, stained asphalt.
Covers old line markings and repairs.
Avoids costly resurfacing.
Usage rate: Up to 10m2 per five litres.
Size available: five litres.
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Plastic Steel Putty (A)
Steel filler. Bonds to metals, concrete, and some plastics.
Resistant to rust, oil, petrol, water and chemicals. Machinable.
Compressive strength (N/mm2): 57.
Max operating temperature: 121°C.
Pot life: 45mins.
Mix ratio: 9.0:1.

Flexane Liquid
Good for abrasion/tear resistant linings. Protects against
vibration, shock and wear. Cost-efficient moulds (self-levelling).

Flexane 80 
Shore 80, some flexibility.
Max. operating 
temperature: 82°C.
Pot life: 30mins.
Mix ratio: 3.33:1.

Flexane 94 
Shore 94, relatively rigid.
Max. operating 
temperature:
82°C.
Pot life:
10mins.
Mix ratio:
2.19:1.

Aluminium Putty (F)
Machinable. Resistant to rust, CFC’s and other chemicals. 
Bonds to other metals and thermoset plastics. 
Max. operating 
temperature: 121°C.
Pot life: 60mins. 
Mix ratio: 9.0:1.

Plastic Steel 5-Minute Putty (SF)
Steel filled, fast curing epoxy putty for durable emergency repairs.
Rust resistant. Bonds to steel, iron, aluminium, brass and concrete
at temperatures as low as 4°C.
Compressive strength (N/mm2): 72.
Max. operating 
temperature: 93°C.
Pot life: 5mins.
Mix ratio: 1.7:1.

Product Weight Order Code List Offer
Number each DEV-711 Price/1 Price/1
10241 0.50kg -2019K £40.46 £35.60

Product Weight Order Code List Offer
Number each DEV-711 Price/1 Price/1
10112 0.5kg -2013D £28.97 £25.49
10115 1.0kg -2014E £55.96 £49.24

Product Size Order Code List Offer
Number DEV-711 Price/1 Price/1
10611 500g -2030X £43.96 £38.68

Product Size Order Code List Offer
DEV-711 Price/1 Price/1

Flexane 80 500g -2098B £45.42 £39.97
Flexane 94 500g -2102J £45.42 £39.97

Product Size Order Code List Offer
Number DEV-711 Price/1 Price/1
10271 500g -2022N £49.10 £43.21

Maintenance & 
Repair Epoxies

Stainless Steel Putty (ST) 
Stainless steel filler for repairs. Used for rust-free patching and
rebuilding. Bonds to ferrous, non-ferrous metals and concrete. 
FDA approved.
Compressive strength (N/mm2): 58. 
Max. operating temperature: 121°C.
Pot life: 45mins. Mix ratio: 9.0:1.

Metal
Set

2K-Epoxy adhesive, for emergency repairing and rebuilding worn
metal parts. Ideal for repairing pipes and castings as well as
cracks in housings and machine parts. 
General Properties:
Mix ratio by volume: 1:1. 
Mix ratio by weight: 100:100. 
Colour: Grey. Viscosity: Putty. 
Operating temperature:
up to 120°C.
Hysol® 3473 A&B - Metal Set 
S3 - Fast Cure
Steel filled. 
Pot life: 6mins. 
Fixture time: 15mins. 
Shear strength (GBMS) (N/mm2): 20.
Compressive strength (N/mm2): 60.
Hysol® 3475 A&B - Metal Set A1 - Slow Cure
Aluminium filled. Pot life: 45mins. Fixture time: 180mins. 
Shear strength (GBMS) (N/mm2): 20.
Compressive strength (N/mm2): 70.

Type Size Order Code List Offer
LOC-725 Price/1 Price/1

3473 Fast Cure 500g -5903C £33.72 £26.30
3475 Slow Cure 500g -5904D £33.72 £26.30

MAINTENANCE & REPAIR COMPOUNDS
GROUP

711
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Tooling & 
Production Epoxies

Devcon high performance tooling
and production epoxies provide a
fast and economical method of
manufacturing moulds, patterns
and tools. They may be
machined, drilled and tapping
using conventional machine
tools, while their properties allow
accurate and detailed
reproduction when cast over
existing models.
Plastic Steel Liquid (B)
Fast-curing, self-levelling for 
low-cost moulds and dies.
Reproduces fine detail. 
Excellent surface finish.
Machinable to close tolerances.
Max operating temperature:
121°C.
Pot life: 45mins.
Mix ratio: 9.0:1.

Magic Bond
A two colour stick
which seals leaks and
repairs gouges in
steel, aluminium,
wood, fibreglass,
concrete and
ceramics. Works on
wet surfaces, can be
painted, sanded,
machined, tapped or
drilled and is ready for
use in 1 hour. 
Max operating
temperature: 121°C.
Pot life: 10mins.

Wet Surface Repair Putty (UW)
High-exothermic, 
non-rusting epoxy 
putty for use in wet
environments and under
water. Bonds securely to
steel, iron, aluminium,
brass, bronze, concrete,
wood and plastics. 
Non-rusting, applies and
cures in temperatures
down to 4°C.
Compressive strength
(N/mm2): 39.
Max operating
temperature: 93°C.
Pot life: 45mins.
Mix ratio: 1.40:1.

Quick
Metal 

660
Ideal for keeping
machinery running by
repairing worn coaxial
parts without the need
for total dismantling
and re-machining. 
Allows the re-use of
worn bearing seats, 
key ways, splines,
tapes or retaining
shims.
(Use with Activator
7240 or 7649).

Product Size Order Code List Offer
Number DEV-711 Price/1 Price/1
11600 4oz Stick -2058K £9.15 £8.05

Product Size Order Code List Offer
Number DEV-711 Price/1 Price/1
11500 500g -2068C £41.24 £36.29

. Product Size Order Code List Offer
Number DEV-711 Price/1 Price/1
10761 500g -2023S £51.41 £45.24

Product Size Order Code List Offer
Number DEV-711 Price/1 Price/1
10211 500g -2016G £30.05 £26.44

Product Size Order Code List Offer
Number DEV-711 Price/1 Price/1
11801 500g -2048Q £48.96 £43.08

Size Order Code List Offer
LOC-725 Price/1 Price/1

50ml -5445A £31.31 £24.42

Maintenance & 
Repair Epoxies

Devcon precision maintenance and repair epoxies allow fast, durable
repairs to critical equipment. These are an economical way to repair
and maintain a wide range of industrial equipment, improving its
performance and extending service life.

Titanium Putty (HP)
Machinable. Repairs damaged equipment in hours. 
Resists rust, abrasion, high temperatures and chemicals. 
High compression strength. 
Compressive strength (N/mm2): 130.
Max operating temperature: 177°C.
Pot life: 21mins.
Mix ratio: 4.30:1.

Emergency Repairs
Emergency repair products offer a method of making fast, permanent
repairs in minutes. Easy to use, they are ideal for making repairs to a
wide variety of materials with minimum surface preparation and offer
a solution of returning vital equipment to service with minimum
downtime.

High Speed Emergency Repairs 
Zip PatchTM

Adhesive impregnated patch. For repairs
to pipes, tanks, containers, etc. 
Hardens at room
temperature to
form a tough
waterproof finish
in minutes. Bonds
to most common
substrates. 
Max operating
temperature:
93°C.
Pot life: 5mins.
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FIRE SAFETY

GROUP

714
The Ultimex range of fire extinguishers from Fixfire is BAFE Approved, certified to BSEN3 and CE
marked in accordance with the new PED regulations. All refillable, supplied pre-charged and
individually inspected with service labels endorsed prior to despatch. Kitemark approved with five
year guarantee and colour coded labels to help identification of correct extinguisher.

Water extinguishers are
suitable for Class A fires.
Water is a fast and efficient
extinguishant and works by
having a rapid cooling 
effect so that
insufficient heat
remains to
sustain burning
and continuous
ignition ceases.
Not safe for use
on electrical
fires.

Foam spray extinguishers 
(AFFF-Aqueous Film Forming 
Foam) are ideal for multi-risk 
situations where both Class A 
& B risks exist. The blanketing 
effect of foam spray gives rapid
flame knock-down which smothers 
the flame and on fires
involving flammable 
liquids seals the 
surface of the 
burning liquid. 
Safe for 
accidental use 
on fires involving 
electrical 
equipment.

Powder extinguishers 
are suitable for use on 
Class A, B & C fires. 

Powder is also highly effective for electrical hazards. 
The multi-purpose powder interferes with the 
combustion process and provides rapid fire 
knock-down.

Carbon dioxide extinguishers are 
suitable for use on Class B fires 
and electrical hazards. The non-corrosive and 
non-conductive qualities of carbon dioxide make 
it an ideal choice for dealing with fires 
involving electrical equipment and machinery.

The Supafoam from Fixfire is a
lightweight alternative to the
traditional nine litre water 

extinguisher. The Supafoam is safe for
accidental use on fires 
involving electrical equipment 
and is ideal for offices and any 
environment where 
weight is a 
concern.

Model Size Fire Order Code Offer
Number Rating FXF-714 Price/1

X/P1 1kg 8A/55B -1000A £28.40
X/P2 2kg 13A/70B -1010B £32.80
X/P4 4kg 21A/113B -1020C £50.40
X/P6 6kg 34A/183B -1030D £55.10
X/P9 9kg 43A/233B -1050E £63.10

Model Size Fire Order Code Offer
No. Rating FXF-714 Price/1

X/W9 9ltr 21A -1300M £43.90

Model Size Fire Order Code Offer
No. Rating FXF-714 Price/1
X/F2 2ltr 8A/55B -1080H £41.00
X/F6 6ltr 13A/113B -1090J £51.10
X/F9 9ltr 21A/183B -1100K £54.90

Model Size Fire Order Code Offer
No. Rating FXF-714 Price/1

X/SF3 3Ltr 13A/89B -1085S £54.90

INDUSTRIAL
COMMERCIAL INDUSTRIAL

COMMERCIAL
INDUSTRIAL

COMMERCIAL

INDUSTRIAL
COMMERCIAL

INDUSTRIAL
COMMERCIAL

Auto Fire
Extinguisher

Contains non-toxic dry extinguishing agent
sodium bicarbonate, to prevent the fire re-
flashing. For use on class B, C and electrical
fires. Not easily dispersed by 
air currents. With yellow
pull pin to prevent
accidental discharge,
seamless aluminium
container and easy fix car
mounting bracket.
Manufactured to UL
Standards. 
CE approved.
Fire Class B, C, E.
Fire rating: 21BC.
Content weight: 0.9kg.
Two year warranty.

Multi-Purpose Fire Extinguisher
For use on any type of fire where safe to do
so. Pressure gauge reassures you that the
extinguisher is fully charged. 
Service and 
maintenance free - 
simply use and replace. 
Bracket included for 
simple installation.
BS EN3 Fire Rating: 
13A 89BC.
A = wood, paper.
B = flammable liquids, 
petrol.
C = gaseous fires.
Six year manufacturer’s 
warranty.

Fire Weight Order Code List Offer
Rating each KID-714 Price/1 Price/1

Fire Class B, C, E
21BC 0.9kg -2010A £28.00 £24.64

Fire Weight Order Code List Offer
Rating each KID-714 Price/1 Price/1

Fire Class A, B, C, E
8A/34BC 1.0kg -2050B £17.75 £15.62
13A/70BCE 2.0kg -2060C £45.00 £39.60

Product Fire Order Code List Offer
Number Rating KID-714 Price/1 Price/1

Fire Class A, B, C
KSPS1X -2040A £17.75 £15.62

DOMESTIC

DOMESTIC

DOMESTIC

Powder

Model Size Fire Order Code Offer
No. Rating FXF-714 Price/1

X/C2 2kg 34B -1060F £59.95
X/C5 5kg 70B -1070G £99.95

Carbon Dioxide

Water

Multi-Purpose Fire Extinguisher
KSPS1X-UK

1kg, for use on any
type of fire where safe

to do so. Pressure
gauge reassures you

that the extinguisher is
fully charged, service

and maintenance free -
simply use and

replace. Bracket
included for simple

installation.
BS EN3 Fire Rating: 

5A 34BC.
A = wood, paper.

B = flammable 
liquids, petrol.

C = gaseous fires.
Six year 

manufacturer's 
warranty.

AFFF 
Foam Spray

AFFF 
Foam Spray
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The IdentiPlate is constructed from high
visibility red ‘foamex' rigid plastic and is
pre-drilled at the corners for fixing.

X/SBP
Identi single fire 
extinguisher back plate. 
Size (H x W):
900 x 300mm.
X/DBP
Identi double fire 
extinguisher back plate. 
Size (H x W):
900 x 600mm.

Extinguisher(s) 
supplied separately.
Remember to order 
labels and brackets 
separately.

The IdentiStand is of a very rugged design and
is ideal for any situation within factory/
warehouse environments where extinguishers
are required but there is no available wall space
to mount them to. The stand is constructed
from steel and is finished with a high visibility
red polyester coating.  The feet have pre-drilled
holes to enable floor fixing if required. The back
plate features a unique bracket mounting slot to
facilitate quick and simple bracket installation. 
Extinguisher(s) supplied separately.
Remember to order labels and brackets 
separately.

Safety 
Products

The exclusive range of Identi products
have been designed for warehouse and
factory applications to maximise the
visual impact of extinguisher positions
and to make it obvious when equipment
has been removed. All versions are
based on a standard design for
consistency whether extinguishers are
wall mounted, mounted on
stanchions/mezzanine barriers or on
free standing versions. The statutory
European fire extinguisher symbol is
incorporated with a separate blank
section for the Identi extinguishant
identification label.
Note: remember to 
order labels and 
brackets separately.

Extinguisher Brackets
The J Bracket is compatible with
most standard water, foam and
powder extinguishers above
three litre or 3kg size. There are
two CO2 brackets to suit the 2kg
and 5kg versions. For use with
IdentiStand and IdentiPlate or
where extinguishers are wall
mounted.

X/JBX/LB2

X/LB5

Extinguishant 
Labels

For use with IdentiStand and IdentiPlate.The Identi extinguishant
labels are all sized at 140 x 140mm and fit in a dedicated blank
section. The labels should be ordered separately to the relevant
Identi product.

INDUSTRIAL
COMMERCIAL

INDUSTRIAL
COMMERCIAL

INDUSTRIAL
COMMERCIAL

X/TS2/R

Model Type Order Code Offer
Number FXF-714 Price/1
X/TS1/R Single Stand -3020B £39.90
X/TS2/R Double Stand -3040D £59.90

Model Size Order Code Offer
Number (H x W) FXF-714 Price/1
X/IS1 1010 x 300mm -2020B £54.90
X/IS2 1010 x 600mm -2040D £69.90

Tuff 
Stands

Ideal for use in office environments including
situations where there is no available wall 
space to mount
extinguishers to or
where the wall
surface is not suitable
for hanging
extinguishers on. 
The stands are
available in red as
standard, and marble
grey or cream to
special order. 
Extinguisher(s)
supplied separately.

INDUSTRIAL
COMMERCIAL

Model Size Order Code Offer
Number (H x W) FXF-714 Price/1
X/SBP 900 x 300mm -2520K £13.65
X/DBP 900 x 600mm -2540M £24.60

Fire 
Blankets

Fire blanket supplied in a quick release
dispenser which can be attached to a wall
near possible fire hazards. The blanket is
manufactured from neoprene coated glass
cloth. Conforms to BS6575 1985 light duty.
B.A.F.E. approved, Kitemarked to BS EN1
869: 1997 and independently tested by the
Loss Prevention Council. Guaranteed for five 
years. Unique
patented 3-ply blanket
material will
effectively extinguish
cooking oil fires. 

Blanket Order Code List Offer
Size TFF-714 Price/1 Price/1

1.2m x 1.2m -3000K £18.90 £17.39
1.8m x 1.2m -3020K £25.40 £23.37
1.8m x 1.8m -3040K £35.40 £32.57

X/IS1

X/IS2

INDUSTRIAL
COMMERCIAL

X/TS1/R

Model Type Order Code Offer
Number FXF-714 Price/1

Labels
S/4326 Water -9040D £2.50
S/4320 AFFF Foam -9020B £2.50
S/4328 Powder -9060F £2.50
S/4327 CO2 -9050E £2.50

Brackets
X/JB J Bracket -9420K £1.10

X/LB2 2kg CO2 Lug Bracket -9460M £2.20
X/LB5 5kg CO2 Bracket -9680P £2.20

X/SBP X/DBP

For Luminescent 
Extinguisher Signs

See
Group

964 

BEFORE

AFTER

INDUSTRIAL
COMMERCIAL
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Smoke 
Detectors

0915UK
Smoke alarm for protection to the family and
home. Battery operated ionisation smoke
alarm with a low battery warning chirp notifies
you when the battery needs to be replaced. 
Certified by
LPCB and
conforms to the
latest European
standard. 9V
alkaline battery
supplied as
standard. 
Five year
manufacturer’s
warranty.
Replace alarm
after 10 years.

Type Battery Order Code List Offer
Type KID-714 Price/1 Price/1

Hallways LR61-9V -1460P £13.45 £11.84

Part Battery Order Code List Offer
Number Type KID-714 Price/1 Price/1

0915UK LR61-9V -1720C £5.99 £5.27

Description Order Code List Offer
KID-714 Price/1 Price/1

Standard -4050E £29.75 £26.18

Hallways
0918UK
Premium smoke alarm for protection to the
family and home. Powerful escape light
illuminates to guide you to safety during a
fire. Hush button feature allows nuisance
alarms (cooking, steam, etc) to be easily
paused. Battery operated ionisation smoke
alarm with a low 
battery warning
chirp notifies you
when the battery 
needs to be
replaced. 2x 9V
alkaline battery
supplied as
standard.
Certified by 
LPCB and
conforms to the
latest European
standard. 
Five year
manufacturers
warranty.
Replace alarm
after 10 years.

Dual Sensor Smoke Alarm
PI9000(UK)
Advanced ‘Dual-Sensor’
technology smoke alarm.
Ionisation and photoelectric
sensors in a single unit with a
hush button feature allows
nuisance alarms (cooking,
steam, etc) to be easily
paused. 9V battery supplied as
standard with a low battery
warning chirp notifies you when
the battery needs to be
replaced. UL (Underwriters
Laboratories) approved. 
Five year manufacturer’s
warranty. 
Replace alarm after 10 years.

Battery-Powered Fire Alarm
A simple, low cost fire alarm solution for small buildings or areas
where a full BS5839 alarm system is not required. Battery operated,
no mains required. Combined call point and sounder, can be used
individually or with up to 12 units linked to form a complete fire alarm
solution. Ideal for use in small retail, warehouses, village halls, 
temporary buildings,
construction sites,
portacabins,
industrial units,
camp sites and
marquees. Designed
for ease of
installation. Resets
with a simple key. 
No glass to replace
or spares required.
Drop down flag,
illuminated LED and
85dB sounder light,
compact, industry
standard format.

Fire 
Log Book

Durable ring binder format. Site information page with contacts. 12
clearly defined separate sections for the recording of user and engineer
testing of fire alarm, emergency lighting, fire fighting equipment,
suppression, gas detection and nurse call systems. Section to record
fire drills and training. Gussetted pocket for the storage of certificates
and drawings. Useful and informative notes at the beginning of each
section explaining 
British Standard 
requirements 
for both user 
and engineer
responsibilities.
Sufficient entries
to last five years
based on British
Standard
frequency of tests.

Fire Escape Ladder
Two storey webbing escape ladder. 
Simply hooks over the window ledge to
provide an escape route from upstairs
rooms. Compact for easy storage and 
access, unique
tangle-free
design ensures
easy
deployment. 
Hangs
100mm/4”
away from 
the wall. 
Maximum load 
454kg/1000lb.

Length Weight Order Code List Offer
each KID-714 Price/1 Price/1

13ft 4.80kg -1700A £51.15 £45.01

FIRE SAFETY
GROUP

714

Type Battery Order Code List Offer
Type KID-714 Price/1 Price/1

Dual LR61-9V -3600P £17.00 £14.96Sensor

Description Order Code Offer
FXF-714 Price/1

Fire Log Book -9450L £34.50

Description Order Code Offer
FXF-714 Price/1

Battery Powered Alarm -1800L £60.40

Smoke & Carbon Monoxide Alarm
900-0122UK
Unique voice alarm tells you which
danger has been detected. Kidde
Proprietary Electrochemical sensor
technology with a peak level memory
to alert you if dangerous CO levels
where detected during your
absence. Battery operated - works
even during a power-cut, batteries
supplied as standard, Loud 85db
alarm - to wake you as you are
sleeping. Low battery warning chirp
notifies you when the battery needs
to be replaced. Test/reset button
and bracket included for simple
installation. End of life warning
signal alerts you when alarm needs
replacing after seven years. 
Five year manufacturers warranty
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Sealant Cartridge
Applicator Guns

Economy Plastic Gun - C3
Robust, easy 
to use. 
Smooth action.
Max. cartridge 
size: 310ml.

Professional Metal Guns
Extremely robust and ideal for continuous use. 
Will not twist under pressure. 
Smooth action 
for optimum 
application of 
sealant.

Superflex
Silicone Sealants

Will not sag
or slump
during
application. 
Can be used
to produce
gasket seals
up to 
6mm thick. 
For use with
all common
engineering
materials.

Type Cartridge Order Code List Offer
(max size) KEN-715 Price/1 Price/1

C3 310ml -1200K £2.52 £1.86

Type Cartridge Order Code List Offer
(max size) KEN-715 Price/1 Price/1

C3 310ml -1400K £7.95 £5.88

Type Cartridge Order Code List Offer
(max size) KEN-715 Price/1 Price/1

C3 310ml -1000K £5.66 £4.19
C4 400ml -2000K £7.44 £5.51

Size Order Code List Offer
RUS-775 Price/1 Price/1

310ml -8220G £4.16 £3.74

Silicone
Sealants

General-Purpose - 3E
Good adhesion and extrusion and is fast
curing. Can be used for weather sealing,
bonding shop windows, display cases signs,
boat maintenance and sealing of electrical
conduits. 
Size: 310ml.

Hygiene
Sealant

Solvent-free, elastic, hygiene jointing
paste based on acrylic dispersions.
Ideal for sealing, jointing, filling, fixing,
gluing on concrete, wood, metal,
glass, hard PVC, tiles, plaster, etc. 
Features
Controls E.coli 0157, Salmonella
sp., Staphylococcus aureus, 
Listeria monocytogenes, 
Shigella sp. and other bacteria. 
High elasticity (>900%). 
Alkali-resistant. Very resistant to
ageing. Waterproof. Very good
adhesion on most substrates. 
Easy application. 
Colour: white. 
Size: 310ml.

Ergonomic Sealant Applicator Gun
Heavy-Duty Metal Gun - C3
Extremely robust and ideal for continuous use. Will not 
twist under pressure, ergonomically designed to reduce 
operator fatigue. Smooth action for optimum 
application of sealant.

GROUP

715/716

Silicone 
Sealants

General-Purpose Silicone
High performance acetoxy silicone provides a
permanently watertight flexible seal and
offers excellent adhesive properties, making
it suitable for use on glass, sanitary-ware,
ceramics and non-porous surfaces. 
For indoor and outdoor use. 
Weather-proof. Mould-resistant. 
Life expectancy up to 25 years. 
Conforms to BS 5889.
Size: 310ml cartridge.

Size Colour Order Code List Offer
LOC-725 Price/1 Price/1

Black 310ml -5705B £22.58 £17.61
White 80g -5708J £8.59 £6.70
White 310ml -5709F £22.58 £17.61

Colour Order Code List Offer
SHK-716 Price/1 Price/1

White -3100K £3.82 £2.44
Clear -3110K £3.82 £2.44
Black -3130K £3.82 £2.44
Grey -3140K £3.82 £2.44

Colour Weight Order Code List Offer
each CER-716 Price/1 Price/1

Aluminium 494g -0330A £3.98 £2.71
Black 494g -0331B £3.98 £2.71
Brown 494g -0333D £3.98 £2.71
Grey 494g -0334E £3.98 £2.71
Clear 494g -0335F £3.98 £2.71
White 494g -0336G £3.98 £2.71
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SEALANTS & FILLERS

GROUP

716

Silicone
Sealants 

7T - Oxime
A low modulus neutral cure
sealant with easy extrusion and
good adhesion. For perimeter
sealing of doors and windows
and glazing applications. 
Conformance: 
ISO 11600-F-25LM.
Size: 310ml.

10B - Alcoxy
A low modulus neutral cure
sealant with 25% movement
capability, easy extrusion and
excellent adhesion. 
For use on expansion and
movement joints, perimeter
sealing of doors and windows
and marine applications. 
Conformance: 
ISO 11600-F&G-25LM.
Size: 310ml.

Acrylic Sealant & Filler
121 
Fast curing, very durable, mould
resistant and permanently
flexible. Easy to apply and can
be painted after one hour. 
Suitable for interior sealing of
doors, window frames, filling
cracks in walls and ceilings, 
baths and showers. 
Size: 310ml.

Colour Order Code List Offer
CER-716 Price/1 Price/1

White -1506G £1.84 £1.25

Bond-Flex
Silicone Sealants
200 LMA - Low Modulus 
Single part low modulus,
acetoxy curing silicone
sealant that forms a 
highly elastic seal which
maintains flexibility over 
a temperature range of 
–50°C to +180°C.
Strong adhesion to most
building surfaces and
suitable for internal and
external applications. 
Safe for use in food
environments. Conforms
to the technical
requirements of ISO
11600-F&G-20LM.
Size: 290ml.

Polyurethane  
Sealants
Matrix 600FC
Sealant is a faster curing,
single part, polyurethane-
based sealing compound
which cures at a fast rate 
by reaction with
atmospheric moisture.
The cured sealant is
rubbery, highly elastic,
sandable and in
general can be 
overpainted.
Size: 310ml.

Colour Order Code Offer
EVB-716 Price/1

Clear -8280V £5.39

Roof & Gutter Sealant
A premium quality
bitumen based
sealant and adhesive
which provides
instant, permanent
weather-proofing to a
wide variety of roofing
applications. 
Adheres to most
common roofing
materials such as
bitumen, asphalt, felt,
metals and wood.
Size: 310ml.

400 LMN - Low Modulus 
Single part, low modulus,
neutral curing silicone rubber
sealant. It cures on exposure
to atmospheric moisture to
form a resilient highly elastic
seal which maintains
flexibility over a wide range 
of temperatures. Unlike
many silicone sealants
Bondflex 400LMN has a 
low odour when curing.  
The sealant is extremely
resistant to weathering,
ageing and water. 
Conforms to 
BS 5889 (A), 
ISO 11.600 25LM and 
US Food and Drugs
Administration 
regulation No 
21CFR 17726 00
brickwork.
Size: 290ml.

100HMA - High Modulus
Single part, high modulus,
acetoxy type silicone rubber
sealant. It cures on
exposure to atmospheric
moisture to form a 
resilient, highly elastic
seal which maintains
flexibility over a wide
range of temperatures.
Extremely resistant to
weathering and is
suitable for general-
purpose applications in
glazing and where
adhesion to non-porous
surfaces is required.
Conforms to 
ISO 11600-F&G-20LM.
Size: 290ml.

Matrix 500
Sealant

Medium Modulus
Single part, matrix polyurethane 
sealant. Excellent adhesion to a
wide range of materials. 
Size: 310ml.

Colour Order Code Offer
BST-705 Price/1

White -0541Q £3.82
Clear -0543C £3.82

Colour Order Code Offer
BST-705 Price/1

Clear -0520G £3.24
White -0522J £3.24

Colour Order Code Offer
BST-705 Price/1

White -0539L £4.16
Clear -0540M £4.16

Weather Mate 
Sealant

Weather Mate
Sealant is a multi-use
sealant based on an
advanced isocrylic
formula that provides
the ultimate in
sealant technology for
adhesion to all
surfaces. The product
can be applied in wet
weather, to wet
surfaces and even
under water. 
Adheres to many
problematic surfaces
such as bitumen,
lead,  galvanised
steel and roofing
felts.
Size: 310ml.

Colour Order Code Offer
BST-705 Price/1

Black -0674E £5.92
White -0675F £5.92

Colour Order Code List Offer
CER-716 Price/1 Price/1

Black -1001B £5.18 £3.52
Grey -1004E £5.18 £3.52
White -1006G £5.18 £3.52

Colour Order Code List Offer
BST-705 Price/1 Price/1

Grey -0677J £6.45 £5.80
Black -0678K £6.45 £5.80
White -0680M£77.36 £69.62

Colour Order Code Offer
EVB-716 Price/1

Black -6550C £1.46

Colour Order Code List Offer
CER-716 Price/1 Price/1

Brown -0782C £4.65 £3.16
Light Oak -0783D £4.65 £3.16
Sherwood -0784E £4.65 £3.16

Clear -0785F £4.65 £3.16
White -0786G £4.65 £3.16
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Expanding
Filler

Used for filling gaps and
holes in awkward areas,
such as window frames/
sills, insulating and filling
wall gaps. Adheres to all
building materials, except
polythene, teflon, silicone,
oily and greasy surfaces.
The cured foam is resistant
to water and is also 
rot-proof. Can be cut,
sanded, plastered or
painted, provides good heat
and sound insulation.
Size: 825ml.

Foam Filler
A fast curing assembly and
filler foam based on a 
one-part polyurethane 
pre-polymer, which cures on
contact with humidity and
uses an environmentally
safe propellant. Foam Filler
is ideal for door frame
setting and filling of gaps
between brickwork and
window frames, sealing
draughty gaps around pipes
as well as filling gaps in
roofing eaves, roof panel
joints etc. Adheres to the 
majority of common
construction materials.
Size: 750ml.

Decorators Caulk
Solvent-free fast drying paste
that sets by evaporation of
water when exposed to the
atmosphere. It is ideal for
sealing low movement gaps
around windows, door frames,
skirting boards and general
sealing of internal fixtures.
Can be painted when set. 
Size: 310ml.

Polyfilla Quick 
Drying Filler

All the
qualities of
Polyfilla in a
quick drying
format. Handy
for small last
minute
repairs. 
Dry in 5 - 20
minutes
(depending on
conditions).
Suitable for
indoor use on
plaster, wood,
masonry and
stone.
Size: 330g tube.

One Strike 
Filler

Shrink and crack
resistant. 
Ready to paint or 
paper in 30
minutes. Requires
minimal/no sanding.
Suitable for repairs
to plaster, wood,
brick, stone or
rendering.
Size: 1 litre 
and 5 litre.

Size Order Code List Offer
EVO-713 Price/1 Price/1

825ml -3201B £12.40 £10.79

Size Order Code List Offer
EVO-713 Price/1 Price/1

750ml -3550M £5.45 £4.74

Size Order Code List Offer
EVO-713 Price/1 Price/1

310ml -3304J £2.46 £2.14

Size Order Code Offer
CTL-703 Price/1

330g -7280S £3.52

Size Order Code Offer
MYK-722 Price/1

200ml -2100M £4.99

Size Order Code Offer
EVB-716 Price/1

310ml -5610P £1.31

Size Order Code Offer
EVB-716 Price/1

500ml -3820T £9.78

Expanding 
Foam 
Clean-Up
Removes wet 
PU foam from
applicators,
equipment and
surfaces.
Supplied with a
special
application straw
for accurate
control when
removing uncured
foam without
damaging
surfaces.
Size: 200ml
aerosol.

One Hour 
Caulk
Fast drying flexible
decorators filler
and sealant 
that remains
permanently
flexible. Can be
overpainted with
most paint types
or covered over
with wallpaper, 
no sanding down
required.
Size: 310ml.

Gun Foam 
Solvent 
Cleaner
Used for
cleaning gun
foam
applicators.
Thoroughly
cleans internal
mechanism,
nozzle and body
of used
applicators. 
Can also be
used as an
aerosol to
remove uncured
foam from most
building
substrates. 
Size: 500ml.

Size Order Code Offer
MYK-722 Price/1

100ml -2150S £4.99

Size Order Code List Offer
EVB-716 Price/1 Price/1

1 litre -5680W £8.32 £5.57
5 litre -5690X £31.91 £21.38

Size Order Code List Offer
SHK-716 Price/1 Price/1

700ml -7050K £11.73 £7.51

SEALANTS & FILLERS
GROUP

716

Sealant Remover Kit
The quick, simple and safe way
to remove silicone and acrylic
sealants effectively from
worktops, tiles, 
baths, showers
and sinks. 
Easy to
apply gel
with
applicator
brush and
scraper.
Compatible
with acrylic
and ceramic
surfaces.
Size: 100ml.

Expanding 
Filler

Gun Grade 
Expanding Filler
Can be cut, sawn and
plastered in one hour.
Insulates and sound
deadens. Requires
gun for application
(supplied separately). 
Can be re-used if
applicator is
thoroughly cleaned.
Size: 700ml.
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GASKETS & JOINTING COMPOUNDS

GROUP

720
55 - Pipe 
Sealing Cord

Versatile pipe sealant. Enables the
improvements required of today’s pipe
systems, instantly seals (irrespective of
ambient temperature) domestic and industrial
pipe systems during their 
assembly. Can be safely 
and confidently used
with drinking or waste
water (hot and cold),
gas, compressed air
and industrial oils.
Potable water: WRC
listed for use with
potable water up to
85°C. 
Meets BS 6920. Gas
and water: complies
with class ARp,
DVGW approval.
Conforms to DIN
30660. Corgi
approved.

572 - Thread Sealant
Coarse Threads - Slow Cure
Recommended for all
coarse threads where slow
cure is required to allow
final adjustment before
sealing. Meets BS 6956
Type A for sealing gas
fittings. 

Type Size Order Code List Offer
LOC-725 Price/1 Price/1

7649‘N’ 150ml -5608J £7.80 £6.08
7649‘N’ 500ml -5609C £21.50 £16.77
7471‘T’ 150ml -5612G £7.95 £6.20
7471‘T’ 500ml -5613H £21.50 £16.77

Size Order Code List Offer
LOC-725 Price/1 Price/1

10ml -5342L £7.01 £5.47
50ml -5343P £31.31 £24.42

250ml -5344S £134.98 £105.28

Size Order Code List Offer
LOC-725 Price/1 Price/1

50ml -5350A £22.54 £17.58
250ml -5350L £91.44 £71.32

Size Order Code List Offer
LOC-725 Price/1 Price/1

50ml -5352C £16.45 £12.83
250ml -5353F £49.87 £38.90

Size Order Code List Offer
LOC-725 Price/1 Price/1

300ml -5740R £30.50 £23.79

Size Order Code List Offer
LOC-725 Price/1 Price/1

50ml -5370B £21.49 £16.76
250ml -5371E £87.23 £68.04

Size Order Code List Offer
LOC-725 Price/1 Price/1

50ml -5328L £23.68 £18.47
250ml -5329M £96.02 £74.90

Size Order Code List Offer
LOC-725 Price/1 Price/1

150m -5380M £9.32 £7.27

511* - Thread Sealant
Coarse Threads
Conforms with DVGW
approval (gas). 
Low strength and easily
dismantled, seals and
locks in any position.
Contains teflon to prevent
galling.

*Fast cure version of 572.

542 - Hydraulic Thread Sealant
Conforms with DVGW approval (gas).
Medium strength, medium viscosity.
Impervious to all common hydraulic fluids
including fire resistant synthetics. Will not
clog valves or fine filters. Replaces tapes,
pastes and self-sealing compression joints.

561 - Low Strength Pipe Sealant
Low strength pipe
sealant in a
convenient clean
and easy to use
stick form. It gives
an instant seal on
taper/parallel
threads and locks
the fittings in
place.

577 - Thread Sealant
Thread Sealant - Coarse Threads
Conforms with BS 6920 (potable
water) and  BS 6956 : 7 (gas).
DVGW approval (gas).
Medium strength sealant for 
coarse threads. Suitable for 
copper, mild steel, cast iron,
stainless 
steel, 
galvanised 
pipes 
and fittings.

Activators 
For Thread & Gasket Sealants
7649 ‘N’
Recommended for
use when a very fast
cure of anaerobic
products is required.
WRC approved.
7471 ‘T’
Recommended for
use when cure
temperatures are
below 10°C.

Product Size Order Code List Offer
Number LOC-725 Price/1 Price/1
5331 100ml -5340L £17.14 £13.37

5331 - Threadsealer 
Recommended for use on
threaded plastic or plastic/
metal fittings carrying hot or
cold water e.g. industrial
and agricultural plastic
water pipe systems, or
drainage systems. 
WRC approved for use with
potable water up to 85°C. 
P1 NSF Reg. 
No.123620.

Description Order Code List Offer
KEN-983 Price/1 Price/1

Gas -8000K £1.50 £0.99
Water -9000K £0.69 £0.46

Thread Sealing Tape -9010K £3.35 £2.21

P.T.F.E. 
Tape 

Gas Type: 12mm x 5m roll. For gas and hot
water pipes (not for potable water). 
Made to BS EN 751:3. 
Water Type: 12mm x 12m roll. 
For hot and cold water pipes. 
Made to BS 6920 & BS 7786.
PTFE Thread Sealing Tape:
25mm x 12m roll.
Made to 
EN571. 

567 - Pipe Sealant
Low strength thread sealant with
high lubricity to prevent galling on
stainless steel fittings. With
Teflon® (should be used 
with Activator 7649).

Product Size Order Code List Offer
Number each LOC-725 Price/1 Price/1

561 19g -5349M £8.64 £6.74

5900 - Silicone Gasket
High Performance Silicone Gasket
Typical applications include stamped
sheet metal covers. It withstands on
line, low pressure tests carried out
before product begins to cure. The
thixotropic nature reduces the
migration of liquid product after
application to the substrate and has
an excellent adhesion profile to an
outstanding wide variety of plastic
substrates. Registered to NSF
Category P1 for use as a sealant
where there is no possibility of food
contact in and around 
food processing areas.


